
The EZ Spinner Adapter 4/5 (Part# 40050)

The EZ Spinner Adapter 5/6 (Part# 40060)

Bolt PCD sizes from 4 x 98 to 4 x 115 & 
5 bolt PCD sizes from 5 x 98 mm to 5 x 130

Bolt PCD sizes from 5 x 120 to 5 x 139.7 & 
6 bolt PCD sizes from 6 x 114.3 to 6 x 139.7

It is only safe to manually push the vehicle or use a motorized pusher at speeds under 2 mph or a Towing 
vehicle under 2 mph. It is not safe to drag the vehicle laterally. When using, always chock all 4 wheels as the 
Spinner once installed, by-passes the parking brake and could roll away and cause damage to the vehicle.

The EZ Roller has a 2-year warranty (see warranty on www.ezrollerspinner.com). 
The Spinner ring carries a 1-year warranty. The warranty will be voided should the vehicle be driven when in 

the Spinner mode or if dragged laterally. 

Arrives as a complete assembly. To transform the 
Roller to a Spinner, you simply remove the 10 hex 
bolts and nuts that secure the steel center to the 
thermoplastic Roller. Once the bolts are removed it 
becomes a Spinner Wheel. The user should no 
longer use in a motorized capacity.

The EZ Roller

The assembly consists of 1 Ring that will be installed 
on the steel center  of the EZ Roller interior side. 

Spinner Ring

There are 4 pre-drilled holes in the steel center for 
the ring’s mounting bolts to be secured. Once 
secured the Spinner Ring will serve as a flange to 
prevent the wheel from swaying.

WARNING 

Remove the 10 hex bolts which secure the thermoplastic wheel to the steel center by using the appropriate and 
available tools.
See video installation. Electric tools are acceptable.

REMOVE EXISTING BOLTS

1.

Insert ring from the backside of the steel center by sliding it until the ring mounting area lines up to the 4 pre-drilled 
holes. Install the 4 bolts. Electric screwdriver or a ratcheting wrench can be used. Tighten until secure. Only use the 
bolts provided. 
See installation video at www.ezrollerspinner.com

INSTALL SPINNER RING

2.

To ensure the Roller-Spinner will last for years, lubricate the internal center 
before each use to reduce internal friction. See Installation video. If you are 
a collision shop do not use a lubricant that has silicone as an ingredient. 
Impact gun lubricant usually is acceptable. 

LUBRICATE

3.

The EZ Roller Spinner is now ready 
for use as a Spinner Wheel

HOW TO TRANSFORM THE EZ ROLLER INTO A SPINNER 


